
FEATURES AND BENEFITS

FARM IMPLEMENT AWI 305
TRA CODE : IND-X

Non directional
tread pattern

Prevents skidding
while turning

Lugs are open &
angled at the shoulder

Ensures maximum
stability 

Larger footprint
Designed for
agricultural use

Size LI/SS PR
Rim width

 (in)

Unloaded  Dimension
SLR RC

Load Carrying Capacity

SW OD Infl.  Pre Max.  Speed Max Load

mm/in mm/in mm/in mm/in
bar kmph kg

psi mph lbs

13.0/65-18 144 A8 16 11
336 890 398 2610 4.9 40 2800

13.2 35.0 15.7 102.8 71 25 6175

12.5/80-18 148 A8 16  11x18
310 970 435 2842 4.9 40 3150

12.2 38.2 17.1 111.9 71 25 6945

12.5/80-18 145 A8 14  11x18
310 970 435 2842 4.3 40 2900

12.2 38.2 17.1 111.9 62 25 6395

12.5/80-18  142 A8 12  11x18
310 970 435 2842 3.7 40 2650

12.2 38.2 17.1 111.9 54 25 5840

13.0/55-16 133 A8 14  11x16
336 775 348 2260 4.2 40 2060

13.2 30.5 13.7 88.9 61 25 4540

10.0/75-15.3 130 A8 14 9
264 770 347 2272 5.5 40 1900

10.4 30.3 13.7 89.4 80 25 4190

12.5/80-15.3 140 A8 12 9
312 885 387 2593 4.3 40 2500

12.3 34.8 15.2 102.1 62 25 5510



Size LI/SS PR
Rim width

 (in)

Unloaded  Dimension
SLR RC

Load Carrying Capacity

SW OD Infl.  Pre Max.  Speed Max Load

mm/in mm/in mm/in mm/in
bar kmph kg

psi mph lbs

11.5/80-15.3 141 A8 16 9
297 855 376 2485 5.4 40 2575

11.7 33.7 14.8 97.8 78 25 5675

11.5/80-15.3  139 A8 14 9
297 855 376 2485 4.75 40 2430

11.7 33.7 14.8 97.8 69 25 5355

11.5/80-15.3 135 A8 12 9
297 855 376 2485 4.1 40 2180

11.7 33.7 14.8 97.8 59 25 4810

11.5/80-15.3 131 A8 10 9
297 855 376 2485 4.75 40 1950

11.7 33.7 14.8 97.8 69 25 4300

Size Rim

Infl tire
dimension

Static 
Loaded
radius

Rolling
circm.

Load
Index

Infl.
press.

Recommended load, kg  (lbs)

SW OD Speed, km/h   (mph)

  mm/in   mm/in   mm/in   mm/in
Speed bar

Static
40

Symbol psi 25

12.5/80-18 9
318 980 435 2842 18 PR TL 

151A8
5.5 6900 3450

12.5 38.6 17.1 111.9 80 15210 7600

Size LI/SS PR
Rim width

 (in)

Unloaded  Dimension
SLR RC

Load Carrying Capacity

SW OD Infl.  Pre Max.  Speed Max Load

mm/in mm/in mm/in mm/in
bar kmph kg

psi mph lbs

10.0/75-15.3
 

  126 A8
12 9

264 770 347 2272 4.7 40 1700

10.4 30.3 13.7 89.4 68 25 3745

10.0/75-15.3 123 A8 10 9
264 770 347 2272 3.9 40 1550

10.4 30.3 13.7 89.4 56 25 3415

7.00-12 95 A8 6 4.25
185 665 295 1948 2.5 40 690

7.3 26.2 11.6 76.7 36 25 1520

10.0/80-12 116 A8 8 9
264 710 320 2148 3.1 40 1250

10.4 28.0 12.6 84.6 45 25 2755

10.0/75-15.3 130 A8 14 9
264 770 347 2272 5.5 40 1900

10.4 30.3 13.7 89.4 80 25 4190

12.5/80-18
 

  145 A8
14  11x18

310 970 435 2842 4.3 40 2900

12.2 38.2 17.1 111.9 62 25 6395

Size Rim

Infl tire
dimension

Static 
Loaded
radius

Rolling
circm.

Load
Index

Infl.
press.

Recommended load, kg  (lbs)

SW OD Speed, km/h   (mph)

  mm/in   mm/in   mm/in   mm/in
Speed bar

Static
40

Symbol psi 25

10.0/75-15.3 9
264 770 347 2272 18 PR TL 

135A8
7.1 4360 2180

10.4 30.3 13.7 89.4 103 9610 4800


