
FEATURES AND BENEFITS

PORT PRO RX
TRA CODE : IND-4

Strong nylon casing
High load carrying

capacity

Strong bead bundle
Minimized bead

failure

Higher under tread
Resistance
to puncture

Resistance to cuts, 
snags & bruises

Specially formulated
compound
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Size PR Type
Rim 

Width      
in

Flange 
Height      

in

Unloaded
Dimension Static 

Loaded 
Radius

Rolling 
Circum

Load Capacity

Infl. 
Prs.

25 kmph 
(15mph)

10 kmph  
(5mph)

5 kmph 
(3mph)

1 kmph 
(0.6mph)

static

SW OD Max 
Load

Max 
Load

Max 
Load

Max 
Load

Max 
Load

mm/in mm/in mm/in mm/in
bar kg kg kg kg kg

psi lbs lbs lbs lbs lbs

18.00-33 40 TL 13 2.5
498 1877 866 5556 11.4 25000 27000 29000 32000 36000

20 74 34 219 165 55000 59400 63800 70400 79200

18.00 - 25 40 TL 13 2.5
498 1673 764 4952 10 21250 22950 24650 27200 30600

20 66 30 195 145 46845 50595 54345 59965 67460

12.00-24 20 TT 8.5 1.3
325 1285 603 3803 9.9 8630 9320 10000 11040 12420

13 51 24 150 144 19025 20545 22045 24340 27380


