
FEATURES AND BENEFITS

TYROCK
TRA CODE : IND-X

Strong Nylon Casing 
High load carrying 
capacity

Industrial tread compound
Cut & chip resistant

Strong Nylon Casing 
High load carrying 
capacity

Industrial tread compound
Cut & chip resistant

Unique tread pattern
Specially designed for

front wheel of
Backhoe Loaders

and Wheel Loaders

Wider lugs
Offers excellent

 traction
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18.4-26 16.0 TL W16L
467 1425 671 4275 3.2

156 A8
40 4750

18.4 56.1 26.4 168.3 46 25 10470

18.4-26 14 TL W16L
467 1425 671 4275 2.9

159 A8
40 4375

18.4 56.1 26.4 168.3 42 25 9645

18.4-26 12.0 TL W16L
467 1425 671 4275 2.5

156 A8
40 4000

18.4 56.1 26.4 168.3 36 25 8810

12.5/80-18 14 TL 9.0
308 988 465 2900 4.3

132 A8
40 2000

39 12 18 114 62 25 4410

12.5/80-18 12 TL 9.0
308 988 465 2900 3.75

129 A8
40 1850

39 12 18 114 54 25 4080

12.5/80-18 10 TL 9.0
308 988 465 2900 3.1

126 A8
40 1700

39 12 18 114 45 25 3750


